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	Text1:  
	Text2: 04/08/20
	Text3: BLR 11310 (Rev. 10/04/17)
	Text4: Grundy County and Aux Sable Township
	Dropdown1: [Grundy]
	Text5: 20-XX000-00-GM
	Text6: April 1, 2016
	Text7: DESCRIPTION OF WORK The work for this section shall consist of crack routing and filling on various routes throughout Aux Sable Township and Grundy County.LOCATION OF WORK  The location of the work shall be as shown on the location maps within these project documents. PROSECUTION OF WORK Crack filling shall continue until the planned quantity is used for County and for the Townships.  The Engineer, at their discretion, may increase the quantity at the contract unit price if it is necessary to complete the proposed roads listed in this project.  The contractor shall report to the Engineer how much crack filling quantity is used on each of the County and Township roads separately.CRACK ROUTING AND FILLING This work shall be done in accordance to section LR 451 of the Standard Specifications. This work shall be paid for at the contract unit price per foot of CRACK FILLING, which price shall include crack routing, cleaning out of the cracks, and crack filling with fiberized liquid asphalt, and all material, labor and equipment necessary to complete the work described above. Remanufactured block material utilizing polyester fibers will not be accepted.QUANTITIES The agencies reserve the right to determine the exact amount of crack filling; however, estimated quantities for each item are given in the proposal.KEEPING THE ROAD OPEN TO TRAFFIC The contractor shall keep the road open to traffic except when required by construction activities as approved by the Engineer.  When a road closure is necessary, the contractor shall only close one lane of traffic at a given time unless the Engineer approves closing the entire road.  The Engineer may adjust the closure requirements at their discretion.  The contractor shall use flaggers to control traffic during the lane closures.  Flaggers shall also be used for cross roads when lane closures are adjacent to the said side roads. The cost of flaggers shall be included in traffic control protection (see Traffic Control Protection below). TRAFFIC CONTROL PROTECTIONTraffic control shall meet IDOT Standards 701306-03 and 701901-06.  All costs for traffic control protection including labor, equipment, and material shall not be paid separately but shall be included in the unit price per pound crackfilling (Fiber-Asphalt).
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	Text9: BLR 11310 (Rev. 10/04/17)
	Text10: 20-XX000-00-GM
	Dropdown2: [Grundy]
	Text11: Grundy County and Aux Sable Township
	Text12: DESCRIPTION OF WORK The work for this section shall consist of crack routing and filling on various routes throughout Aux Sable Township and Grundy County.LOCATION OF WORK  The location of the work shall be as shown on the location maps within these project documents. PROSECUTION OF WORK Crack filling shall continue until the planned quantity is used for County and for the Townships.  The Engineer, at their discretion, may increase the quantity at the contract unit price if it is necessary to complete the proposed roads listed in this project.  The contractor shall report to the Engineer how much crack filling quantity is used on each of the County and Township roads separately.CRACK ROUTING AND FILLING This work shall be done in accordance to section LR 451 of the Standard Specifications. This work shall be paid for at the contract unit price per foot of CRACK FILLING, which price shall include crack routing, cleaning out of the cracks, and crack filling with fiberized liquid asphalt, and all material, labor and equipment necessary to complete the work described above. Remanufactured block material utilizing polyester fibers will not be accepted.QUANTITIES The agencies reserve the right to determine the exact amount of crack filling; however, estimated quantities for each item are given in the proposal.KEEPING THE ROAD OPEN TO TRAFFIC The contractor shall keep the road open to traffic except when required by construction activities as approved by the Engineer.  When a road closure is necessary, the contractor shall only close one lane of traffic at a given time unless the Engineer approves closing the entire road.  The Engineer may adjust the closure requirements at their discretion.  The contractor shall use flaggers to control traffic during the lane closures.  Flaggers shall also be used for cross roads when lane closures are adjacent to the said side roads. The cost of flaggers shall be included in traffic control protection (see Traffic Control Protection below). TRAFFIC CONTROL PROTECTIONTraffic control shall meet IDOT Standards 701306-03 and 701901-06.  All costs for traffic control protection including labor, equipment, and material shall not be paid separately but shall be included in the unit price per pound crackfilling (Fiber-Asphalt).


